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GENERAL NOTES: UPPER ROOF PLAN

1) COURT WIDTH BASED ON 3"W:1'H (DCMR
776.1) AS NON-RESIDENTIAL USE.
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2) BUILDING HEIGHTS BELOW ARE =4 IS
REPRESENTATED AS DISTANCES ABOVE A i
RELATIVE BENCHMARK PLAZA ELEVATION OF

0-0".

(THIS BENCHMARK IS EQUIVALENT TO THE
SITE ZONING MEASURING POINT OF 53.5'
ABOVE SEA LEVEL)
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DEFINITIONS + ZONING REGULATIONS

District of Columbia Municipal Regulations

. . 776  COURTS (C)
Official Code §§ 1-204.23, 2-1002(a) (formerly codified at D.C. Code §§

1-244, 1-2002(a) (1999 Repl.))). 776.1 Where a court is provided for a building or portion of a building devoted to nonresidential uses,
at any elevation in the court, the width of court shall be a minimum of three inches per foot (3
Court - an unoccupied space, not a court niche, open to the sky, on the same lot in./ft.) of height, measured from the lowest level of the court to that elevation; provided, that in
. . . . . . no case shall the width of court be less than twelve feet (12 ft.).

with a building, which is bounded on two (2) or more sides by the exterior

walls of the building or by two (2) or more exterior walls, lot lines, or 776.2  In the case of a closed court for a building or portion of a building devoted to nonresidential uses,

yards. A court may also be bounded by a single curved wall of a building. the minimum area shall be at least twice the square of the width of court based upon the height of

(28 DCR 4192) court, but not less than two hundred fifty square feet (250 ft.%).

. . . 776.3  Where a court is provided for a building or portion of a building devoted to residential uses, at
Court, closed - a court surrounded on all sides by the exterior walls of a building, any elevation in the court, the width of court shall be a minimum of four inches per foot (4 in./ft.)

or by exterior Wf‘“-‘; of a building and side or rear lot lines, or by alley lines of height, measured from the lowest level of the court to that elevation; provided, that in no case
where the alley is less than ten feet (10 ft.) in width. shall the width of court be less than fifteen feet (15 ft.).

Court, height of - the vertical distance from the lowest level of the court to the 776.4  Inthe case of a closed court for a building or portion of a building devoted to residential uses, the
? highest point of b di 1 minimum area shall be at least twice the square of the width of court based upon the height of
1ghest point ol any bounding wall. court, but not less than three hundred fifty square feet (350 ft.?).

Court, length of - the mean horizontal distance between the open and closed end 776.5  In the case of a building devoted to both residential and nonresidential uses, the minimum width
of an open court or the greater horizontal dimension of a closed court. and area of a court shall be computed as follows:

(a) When the residential and nonresidential uses are located on different floors of the
building, the width and area requirements shall be computed for each use at the
plane of each floor of the building; and

Court niche - an indentation, recess, or decorative architectural treatment of the
exterior wall of a building, not a court, which opens onto a street, yard,
alley, or court. (28 DCR 4192)

(b) When the residential and nonresidential uses are located on the same floor of the
Court niche, depth of - the greatest distance between the sides of the court niche building, the width and area requirements for that plane shall be computed based on
. . . . . . ’ the requirements for a residential building in §§ 776.3 and 776.4.
measured perpendicular to the line delineating the width of court niche.
(28 DCR 4192) 776.6  For the purposes of this section, "residential uses" shall include dwellings, flats, multiple

dwellings, hospitals, and community-based residential facilities.
Court niche, width of - the distance between the two (2) points created by the

intersection of the sides of the court niche and the sides of the court, yard 776.7  No required opening for the admission of light and natural ventilation shall open onto a court
street lley it abuts. (28 DCR 4192) ’ ’ niche where the ratio between the width of court niche and the depth of court niche is less than
street, or alley it abuts. ( wo to one (2:1),

Court, open - a court opening onto a street, yard, or an alley not less than ten feet 776.8  No portion of a court niche shall be farther than three feet (3 ft.) from a point where the court
(10 ft.) wide. niche is less than three feet (3 ft.) wide.

776.9  In the case of an alteration affecting the amount of light and ventilation required by other
municipal law or regulation in an existing structure in a Commercial District, no legally required
window shall be permitted to open onto a court that does not comply with the dimensions in §§

Court, width of - the minimum horizontal dimension substantially parallel with
the open end of an open court or the lesser horizontal dimension of a

closed court; or, in the case of a non-rectangular court, the diameter of the 776.1 through 776.4.
largest circle that may be inscribed in a horizontal plane within the court.

SOURCE: §§ 5305.1 and 5303.7 of the Zoning Regulations, effective May 12, 1958; as
(28 DCR 4192)

amended by Final Rulemaking published at 28 DCR 4192, 4196 (September 25, 1981);

. . . . and Final Rulemaking published at 47 DCR 9741-43 (December 8, 2000), incorporating
Dinner Theater - a restaurant with a stage or performing area where the main by reference the text of Proposed Rulemaking published at 47 DCR 8335, 8412 (October

activity is the serving of dinner and, following dinner, the performance of 20, 2000).
a play or musical theater. (39 DCR 8328)
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